Cast 25 mm x 65 mm slot
in pipe to receive lug

T R
D2 m -

900 mm  |°
[}«_Nominal ID_J|

Variable

H
Pipe inlet pay limit

H+ 05 m

Dia pipe + 0.4 m

SECTION A-A
TYPE GCP

CONCRETE PIPE INLET WITH GRATE

0.6 m

Openin
See NODTE 79

underside

50 mm

Redwood top

Type 900R grate (see Notes 5 and 9
Squared end

20d Galv nalls
clinched on the

x 150 mm Redwood

50 mm
—
=

32
Spechl

H = Varlable

Pipe inlet pay limit
H+ 05 m
=
@
a
A
/1

Dia plpe + 0.4 m

SECTION D-D
TYPE OCP or OCPI

CONCRETE PIPE INLET WITH REDWOOD COVER
(See Notes 6 and 10)

30
ce "42__5_’ Slot 20 mm x 50 mm
£9 6.4 mm Checkered B
o3 — [
33
6.4 mm Checkered R | Tock weld 0.5 m
cover i IR of 6.4 mm heot-treated
See g .|l chaln to lug and
Detail ID+80 mm ~ 11 cover (See Note 8)
) See . el
Detail B :
12 mm p x 280 mm
(See Section A-A DETAIL “A™
for bottom design)
SECTION B-B
TYPE OCP_or OCPI
CONCRETE PIPE INLET WITH STEEL COVER
(See Note 6)
¢ 9.5 mm Min Dia x 380 mm
Bent as shown
12 30
gl R=I2-
slot 20 m X 60 mm~ hl— 6.4.m Checkered Ry
[
32
Hole 0
o

SECTION C-C

DETAIL

“R

Redwood cover

Peen end of eyebolt
10 mm &
w/washers

0.5 m of 6.4 mm heat-
treated chain

(See Note 8)
wer
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NOTES
l. For detalls of steel pipe Inlets, see New Standard Plan
NSP D75A.
2. For details of ladder and steps and when ladder or steps

are required, see New Standard Plan NSP D75C.

Inlet plpes shall not protrude Into basin.

Except for inlets used for junction boxes, basin floors shall

have minimum slope of :4 from all directions toward

outlet pipe, and a wood trowel finish.

5. See Stondard Plans D77A and D778 for Grate and Frame
Detalls ond Weights of Miscellaneous Iron and Steel.

6. Designation of Type OCPI pipe inlets on plans indicates trash
racks are to be furnished and installed on all side openings.
See Standard Plan NSP DT5C for Trash rack details.

7. More than one side opening may be required. Location and

number as ordered by the Engineer. Opening may be cast

in pipe.

Chain to be provided when specified.

Place pipe so bars of grafe wil be parallel with main

surface flow.

10. Redwood covers not to be used where there is a possibility
of wheelloads. Use Type GCP Inlet where there Is a possiblify
of wheelloads.
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